g L/S/C-Band Antenna
P/N: 2.7GR1.7-2.5V-P-MNB-5 (1.7-2.5GHz L/S-Band, BNC, Tan)
PIN: 2.7GR4.4-5.9V-P-MNB-5 (4.4-5.9GHz C-Band, BNC, Tan)

AITAARA PIN: 2.7GR1.7-5.9V-P-MNB-5 (1.7-5.9GHz L/S/C-Band, BNC, Tan? _
I \JIV] Other Frequency Bands, LNA, Connectors, Coalors, and No-Magnet Options Are Also Available
FAA Approved Facilit Antenna M ounts/Adapters: http://www.antcom.com/documents/catal ogs/Peripheral AntennaProducts2.pdf

ANTCOM CORPORATION . 367 Van Ness Way, Suite 602 . Torrance, CA 90501 . Tel: (310) 782-1076 . Fax: (310) 782-1086 . E-mail: antennas@antcom.com . http://www.antcom.com
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o T @ e oS } REVISIONS
THALE SECHETS PROPRETHAY To INTCOH GO DSCLOSURE G s ZONE[REV DESCRIPTION DATE__| APPROVED
R SPECIFICATIONS
Eriek ik S o
¢ 3X 0.144 [03.66] THRU
92.709 [#68.81] ON 2.008" [#51.00mm] DA ELECTRICAL:
21.000 [225.40] 1207 APART
D D
L/S-BAND I C-BAND I L/SIC-BAND
FREQUENCY: (17-25GHz) | (44-59GHz) | (L.7-59GHz)
PATTERN: OMNIDIRECTIONAL
POLARIZATION: VERTICAL
ANTENNA GAIN : 3dB
VSWR: 2:0:1
OUTPUT IMPEDANCE: 50Q
POWER HANDLING: >50 watts (without LNA)
] LNA OPTION: GAIN: 12 dB, NF: 3 dB, OP1dB: +18dB, OIP3: +33dB e
DC: 12 Volt @ <70mA
& MECHANICAL:
! SIZE: DIAMETER 2.71 in. [68.81 mm]
o ‘ HEIGHT 2.40 in. [60.87 mm] o
2.397 [60.88] ! WEIGHT: <4.94 0z. (140 g)
‘ FINISH: SKYDROL RESISTANT POLYURETHANE ENAMEL
1400 [10.18] BASE IRIDITE PER MIL-C-5441F
‘ { COLOR: LUSTERLESS GRAY #36320 PER FED-STD-595B
! GLOSS WHITE #17925 PER FED-STD-595B
1] ‘ \ OLIVE DRAB GREEN #34031 PER FED-STD-595B
‘ * LUSTERLESS BLACK #37038 PER FED-STD-595B
> MATERIAL: 6061-T6 ALUMINUM ALLOY BASE <
860 [21.84] BNC FEMALE CONNECTOR THERMOSET PLASTIC RADOME, UV, ABRASION AND
‘ ‘ (OPTION: SMA, QMA, SMB, SKYDROL RESISTANCE
SMP, BNC, TNC) CONNECTOR: BNC FEMALE
(OPTION: SMA, QMA, SMB, SMP, BNC, TNC)
3X FLUSH MAGNET
ENVIRONMENTAL:
— 1.250 [31.75]
1,630 [41.41] TEMPERATURE: -67°F TO +185°F [-55°C TO +85°C]
B N ALTITUDE: 70,000 ft. B
Q L VIBRATION: 10G's
LEAKAGE: HERMETICALLY SEAL
&
FEDERAL & MILITARY SPECIFICATIONS:
e DESIGN TO: DO-160D, MIL-C-5541, MIL-E-5400, MIL-I-45208A,
— 4% 6-32 UNC AND MIL-STD-810 —
250 DEEP
Equally Spaced On 1.153 Rad.
4X 4—40 UNC
1.250 [31.75] 250 DEEP ; - - - - >
Equally Spaced On .884 Rad.
1.630 [41.41] 1 |MAGNET COVER | Magnet—Cover—3i (Item 541g37) - - 1
-1 DESCRIPTION PART NO MATERIAL FINISH I
| PARTS LIST
A UNLESS OTHERWISE SPECIFIED TORRANCE A
P/N: 2.7GR1.7-2.5V-P-MNB-5 e B e e ANTCOM CORP. &7
] } } O et 2 L .
FREQUENCY: ‘ NA: : FEMALE CONNECTOR: | COLOR: * TOLERANCE ST PER ANSI Y145 o M;YQL%S 2.7GR Omnidirectional
17-25GHz A WITH 120B [NA__| S: SMA; Q:QMA “1: GLOSS WHITE #17925 PER FED-STD-5058. [ o N, Mor=14-13 Vertically Polarized Antenna
1. DIMENSIONS IN BRACKETS ARE IN MILLIMETERS [mm] 24-59GHz A2 WITH 20d8 LNA__| SMB; SMP 2. LUSTERLESS GRAY #36320 PER FED-STD-5958 é%gui&jgggﬁ:%?g%aggn D L - -
NOTES: UNLESS OTHERWISE SPECIFIED: FX v Gz T B 131 fb;igfégseg.iil’;?%gsiﬁiii%—ss.%—ssggss?a wromeo susraces )/ e Mer Aot D| 3CVEI ‘ 2'7GR1'7'2'5V'P'MNB'5‘ A
-5 DESERT TAN #33446 PER FED-STD-5958 50 NOT SCALE DRAWING SCALE 171 ] [seer 1 o 1
7 \ 6 \ 5 4 4 \ 3 \ e 1

CC: 3CVE1, NAICS: 334511, S.H, 6/4/2014 http://www.antcom.com/documents/catal ogs/Peripheral AntennaProductsl.pdf (Amplifiers, Power Divider/Combiner, Filters, Diplexer) 7 of 36



