A L1 GPS & GSM (810-996MHz) Antenna: P/N: 5SBG15GSMRV-AP-XTT-1, P/N: 5BG1215GSMRV-AP-XTT-1 (for L1/L2)
L1 GPS & WIFI (2.4-2.5GHz) Antenna: P/N: SBG1524RV-AP-XTT-1, P/N: 5BG121524RV-AP-XTT-1 (for L1/L2)
L1 GPS & Quad Band (0.810-2.5GHz) Antenna: P/N: 5BG15QBRV-AP-XTT-1, P/N: SBG1215QBRV-AP-XTT-1 (For L1/L2)
L1 GPS & Wide Band (0.810-5.9GHz) Antenna: P/N: 5BGI5SWBRV-AP-XTT-1, P/N: SBG1215WBRV-AP-XTT-1 (For L1/L2)
L1 GPS & Wide Band 2 (2.4-5.9GHz) Antenna: P/N: SBG15SWB2RV-AP-XTT-1, P/N: SBG1215WB2RV-AP-XTT-1 (For L1/L2)
L1 GPS & L/S-Band 2 (1.6-2.5GHz) Antenna: P/N: 5BGI15LSRV-AP-XTT-1, P/N: 5BG1215LSRV-AP-XTT-1 (For L1/L2

1SO 9001:2008/FAA Approved Facility Antenna Mounts/Adapters: http://www.antcom.com/documents/catalogs/Peripheral AntennaProducts2.pdf
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'NOTIGE OF PRPNETARY NGHTS [ REVISIONS
&’u‘%m“ PR Sl s SPECIFICATIONS [zone]Rev] DESCRIPTION [ DATE_| APPROVED
e 5040 [128.02) ELECTRICAL: — —
R2, RE7.
/ 2.267 [R67.33] Cellular, GSM, | PCS, 802.11b, 802.11g, | 802 11a, &PS
ISM, WLAN, RFID| WiFi, Bluetooth, Hotspot | WiFi, ISM
/S-BAND
D N FREQUENCY (MHz): (sroe0y | (1010:18502¢00-2500) | SRR L1 GPS: (15752 17) (553 5o oy Mz
2.214 [56.24] -—1— 1600 [40,64] (2400-2500)
RADIATION PATTERN: OMNIDIRECTIONAL HEMISPHERICAL
POLARIZATION: VERTICAL RHCP RHCP
VSWR: 2.0:1 <2 <21
IMPEDANCE: 50 ohms 50 ohms 50 ohms
ANTENNA GAIN (dBic): >2dB Free Space| 16in GP_| 4GP |Free Space | 1610 G.P. | 4fiGP
@ 90 ° (ZENITH). +47 +04 +35 +33 +15 +49
4x2,201 [¢5,11] Thru. @ 10 ° Elevation: -18 -32 2.0 -3.8 -4.0 -3.6
v $.385 [#9.78] X 100 @ 20 ° Elevation: - 03 - 10 +0.8 -2.0 -2.0 -0.1
@ 30° Elevation: 14 +0.9 18 -05 0.0 18
1 1119 [28.42] @ 60 - 90 ° Elevation: >39 +3.4/+04 >2.8 >27 +2.4/+15 | >3.0
¢ BEAM WIDTH (3dB): 114 Deg. | 118 Deg. | 139 Deg. | 106 Deg. 111Deg. | 75 Deg
LIGHTNING PROTECTION: DC GROUNDING
AVAYe LNA OPTION:
‘ LNA GAIN: 33dB T 35dB
LNA NOISE FIGURE: 3048 I 3.0dB .
i LNA P1dB Out: +13 dBm [ +13 dBm <
LNA DC POWER: 2.5V/20mA, 3V729mA, 3.3V/36mA, (2.5-24)V/<50mA g
REJECTION @ (-50/+50) MHz ~41dB/-59d8 T ~40 dB /-40 dB g8
1 @ (-100/+100) MHz <6548 I <6508 =]
c POWER HANDLING: T Walt CW, 2000 Peak 1 Microsec Pulse (-ALJ c <
5.163 [131.14] ‘ g
! MECHANICAL.: o)
95}
‘ SIZE: WIDTH 2.214 in. [56 mm], LENGTH 5.040 in. [128 mm], [
i HEIGHT 5.163 in. [131 mm] =
‘ WEIGHT: 14.9 oz. (422g) %
i 9*7‘ ? ﬁ FINISH: SKYDROL RESISTANT POLYURETHANE ENAMEL =
4 898 [22.81] ! BASE IRIDITE PER MIL-C-5541F =
P § ] ‘ COLOR: LUSTERLESS GRAY #36320 PER FED-STD-595B I E
i GLOSS WHITE #17925 PER FED-STD-595B
E\ % OLIVE DRAB GREEN #34031 PER FED-STD-595B %
‘ LUSTERLESS BLACK #37038 PER FED-STD-595B Z.
'3%78’4%%2"2"&%’8“ . |~— 2.200 [56.88] —| MATERIAL: 6061-T6 ALUMINUM ALLOY BASE @
( : T »orF) COMPOSITE RADOME, IMPACT, ABRASION, UV, SOLVENT, =
784 [10.01] 937 [23.80] SKYDROL RESISTANCE, AND FIRE RETARDAN Q
CONNECTOR: TNC-FEMALE =
(OPTION: SMA, N, BNC) e}
B MOUNTING: FLAT FIXED MOUNT; O-RING & 10-32 MOUNTING B §
r 143 [3.63] SCREWS ARE PROVIDED 3
1.000 [40.64] ENVIRONMENTAL: g
1)
1,891 [48.03] TEMPERATURE: -67°F TO +185°F [-55°C TO +85°C] Q
ALTITUDE: 70,000 ft. o
VIBRATION: 30G's E
LEAKAGE: HERMETICALLY SEALED Z
3519 [84.30] \ 0-RING P/N; 2-038-N756-75 FEDERAL & MILITARY SPECIFICATIONS:
] 4257 [107.63] FAA TSO-C144, DO-160D, D0-228, MIL-C-5541, MIL-STD-461E/F, SAE J1455 I
MIL-E-5400, MIL-I-45208A, MIL-STD-810, MIL-S-901D, MIL-STD-167-1A
SIZE: Frequency Other Band GPS/RX only LNA: DC BLOCK/LIMITTER:
1.2°sQ. 15: L1GPS C:(4.4-5.9) GHz A2 WITH +20 dB LNA| DL: WITH DC BLOCK
19:19'5Q. 1215 L1/L2 GPS EA. 1‘25 42»26533 ﬁHz A2 vy:% GaTaL%aA LNA :\mﬁ WJ(TJERT - 4 |10-32 SCREW, MOUNTING, 1.25in | MS24693-C278 - 2
o . : -2 L) : V
520Dl 5 GsLILZGPSIGonass | (LLP C10 oa iz BLOCKNORLMITTER | 1 | 0—RING 2-038-N756-75 - 1
4: MINIARING QB: (0.810-2.5) GHz DESCRIPTION PART NO FINISH |
WB: (0.810-5.9) GHz PARTS LIST el
- UNLE: SPECRIED
A EX T : ﬁmé S ANTCOM CORP. s | A
4~ 1t + 1/34 s Sep—25-11
2, O-RING AND MOUNTING SCREWS ARE SUPPLIED P/N SBG»] 524RV_AP_XTT_1 mm wmmm oL DS i::’m« GPS / GSM
BY ANTCOM CORPORATION o S. HUYN
1 Ky W, Jon—24-13 BLADE ANTENNA
1. DIMENSIONS IN BRACKETS ARE IN MILLIMETERS [mm] CABLE'S LENGTH: __|UHF/OMher-Band CON. COLOR: “%E&ﬂs_m PR DRV TRA
X: NO CABLE S:SMA; B: BNC; F: F 1 GLOSS V/HITE #17925 PER FED-STD-5956 DIAS'ON A &ﬁym J;-;?v;ms - R R w
NOTES: UNLESS OTHERWSE SPECIIED: U 071G OUNT [N VX 1t o s s w== s | D] 3CVE1 | 5BG1524RV-AP-XTT-1 |
R: RIGHT ANGLE CON_[ T_TB: TNC, TNC- Bulkhead |-4: LUSTERLESS BLACK #3703 PER FED-STD-5958 DO NOT ScALE DRAWNG SscALE 1/1 | [sHEET 1 oF 1
7 | 5 4 3 | 2 | 1
27 of 184

CC: 3CVE1, NAICS: 334511, S.Huynh, 4/3/2016

http://www.antcom.com/documents/catalogs/Peripheral AntennaProducts1.pdf (Amplifiers, Power Divider/Combiner, Filters, Diplexer)



